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03-04-19 OWNER REVIEW SET

03-29-19 PERMIT SET

04-23-19 LDP RESUBMITTAL

05-07-19 BID SET

C000

SITE WORK
COVER SHEET

SITE WORK CONSTRUCTION
DRAWINGS FOR:

LAKE FOREST ELEMENTARY SCHOOL-RECREATIONAL
IMPROVEMENTS

PREPARED FOR:
FULTON COUNTY SCHOOLS

6201 POWERS FERRY RD
ATLANTA, GA 30339

CONSTRUCTION NOTES
SITE PLAN LEGEND

LAYOUT & STAKING

PAVEMENT MARKINGS

GENERAL

STORM DRAINAGE - STRUCTURES

SITE GRADING

EROSION CONTROL

PROJECT CONTACTS
DEVELOPER/OWNER:
FULTON COUNTY SCHOOLS
6201 POWERS FERRY RD,
ATLANTA, GA 30339
CONTACT:  MONICA TORRES
PHONE: (470) 254-2224

LANDSCAPE ARCHITECT/SITE
PLANNER:
BREEDLOVE LAND PLANNING, INC.
15 SIMPSON ST NW
ATLANTA, GA 30308
CONTACT: KATIE MEDINA
PHONE: (678) 210-2354

SURVEYOR:
BASE DATA IS TAKEN FROM THE RECORD DRAWINGS
FOR THE ORIGINAL CONSTRUCTION OF THE
THE SCHOOL DATED 4-01-2009

BLP JOB No:  18136

Know what's below.
before you dig.Call
Dial 811

Or Call 800-282-7411

CAUTION

EXCESS CUT

INSUFFICIENT FILL

SITE WORK DRAWINGS
C000   - SITE WORK COVER SHEET
C010   - OVERALL SITE PLAN
C100   - SITE DEMOLITION & REMOVAL PLAN 'A'
C200   - SITE LAYOUT AND MATERIALS PLAN 'A'
C300   - SITE GRADING AND DRAINAGE PLAN 'A'
C310   - HYDROLOGY/MAPS NARRATIVE
C400   - ES&PC NOTES AND DETAILS
C410   - SITE ES&PC INITIAL PHASE PLAN 'A'
C411   - SITE ES&PC INTERMEDIATE PHASE PLAN 'A'
C412   - SITE ES&PC FINAL PHASE PLAN 'A'
              PLANTING PLAN AREA 'B'
C500   - SITE WORK CONSTRUCTION DETAILS

GENERAL NOTES DEMOLITION NOTES EROSION CONTROL NOTES STAKING PLAN NOTES

SITE SAFETY NOTE

Know what's below.
before you dig.Call

R

PROJECT LOCATION
ADDRESS
ZONING
LAND LOT
DISTRICT
PARCEL ID NO.
TOTAL SITE AREA
DISTURBED AREA
PROPOSED IMPERVIOUS AREA

SANDY SPRINGS, GA 30328
5920 SANDY SPRINGS CIR.
RE-2
90
17th
17 009000040373
15.13 ACRES
0.50 ACRES
925 SF

SITE DATA

THERE ARE STATE WATERS LOCATED ON OR WITHIN 200' OF THIS SITE.
THERE ARE NO WETLANDS LOCATED ON OR WITHIN 200' OF THIS SITE.

LOCATION MAPNOT TO SCALEFLOODPLAIN MAP

FLOOD PLAIN STATEMENT:
"FIRM" FLOOD INSURANCE RATE MAP
MAP NUMBER 13121C0142F, DATED SEPTEMBER 18, 2013 SHOWS THIS PROPERTY IS NOT IN AN AREA HAVING SPECIAL FLOOD HAZARDS.

SITE SITE

24-HOUR CONTACT
Steve Ciaccio

Parks and Rec Sandy Springs
sciaccio@sandyspringsga.gov

770-238-8062

SITE

BASE DATA NOTE
THE BASE DATA USED FOR THIS PROJECT IS
FROM PREVIOUSLY PREPARED SITE PLANS
AND HAS NOT BEEN VERIFIED BY A
SURVEYOR.

CONTRACTOR SHALL VISIT THE SITE TO
BECOME FAMILIAR WITH EXISTING
CONDITIONS PRIOR TO SUBMITTING BID.

CONTRACTOR SHALL BE  RESPONSIBLE FOR
FIELD VERIFYING ALL EXISTING
CONDITIONS PRIOR TO BEGINNING ANY
WORK.  CONTRACTOR SHALL NOTIFY SITE
DESIGN PROFESSIONAL AND OWNER'S
REPRESENTATIVE OF ANY DISCREPANCIES
BETWEEN WHAT IS SHOWN IN THE
CONTRACT DOCUMENTS AND ACTUAL FIELD
CONDITIONS.
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THE UTILITIES SHOWN ARE SHOWN FOR THE CONTRACTOR'S CONVENIENCE ONLY. THERE MAY BE OTHER UTILITIES NOT SHOWN ON THESE PLANS.   THE DESIGN PROFESSIONAL ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS SHOWN AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATIONS OF UTILITIES WITHIN THE LIMITS OF THE WORK.   DAMAGE TO EXISTING UTILITIES BY THE CONTRACTOR, FROM HIS/ HER OPERATIONS, SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. 

AutoCAD SHX Text
CONTRACTOR SHALL BE RESPONSIBLE TO SECURE THE SERVICES OF A PRIVATE UTILITY LOCATOR FIRM DURING THE ENTIRE COURSE OF CONSTRUCTION.  CONTRACTOR SHALL PAY FOR SAID SERVICES.  CONTRACTOR SHALL IMMEDIATELY REPAIR ALL UTILITIES DAMAGED BY CONSTRUCTION ACTIVITIES, AT NO ADDITIONAL COST TO THE OWNER.

AutoCAD SHX Text
CONTRACTOR SHALL BE RESPONSIBLE FOR COMPACTION OF BACKFILL OF ALL UTILITY TRENCHES WITHIN SITE WORK LIMITS.  THIS INCLUDES TRENCHES DUG AND BACKFILLED BY LOCAL UTILITIES, SUCH AS POWER, GAS, TELEPHONE, ETC.  CONTRACTOR SHALL PROVIDE ADDITIONAL BACKFILL AND COMPACTION AS NECESSARY, IF SETTLEMENT OCCURS.
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R

AutoCAD SHX Text
NOTE: DO NOT BREAK THESE DOCUMENTS INTO PARTS AND SUB-PARTS.  THE OWNER ASSUMES NO RESPONSIBILITY FOR THE SEPARATION OF THESE DOCUMENTS BY ANY ENTITY OF THE CONTRACTING INDUSTRY.  EACH CONTRACTING ENTITY SHALL BE RESPONSIBLE FOR ALL OF THE WORK RELATED TO THEIR TRADES WHEREVER IT MAY BE SHOWN WITHIN THE CONTRACT DOCUMENT PACKAGES.

AutoCAD SHX Text
EXCESS CUT MATERIAL:  IF QUANTITY OF GRADING MATERIAL IS IN EXCESS OF QUANTITIES NECESSARY TO PROVIDE FINISH GRADE ELEVATIONS INDICATED ON DRAWINGS, EXCESS MATERIAL SHALL BE HAULED OFF SITE. HAULING AND DISPOSAL OF EXCESS MATERIAL SHALL BE PERFORMED AT NO ADDITIONAL COST TO THE OWNER. CONTRACTOR IS RESPONSIBLE FOR ABIDING BY ALL LOCAL, STATE, AND FEDERAL REGULATIONS IN DISPOSING OF EXCESS MATERIAL.

AutoCAD SHX Text
INSUFFICIENT FILL MATERIAL:  IF QUANTITY OF GRADING MATERIAL IS INSUFFICIENT TO PROVIDE FINISHED GRADE ELEVATIONS INDICATED ON DRAWINGS, CONTRACTOR SHALL OBTAIN ADDITIONAL FILL MATERIAL OF SPECIFIED QUALITY FROM AN OFF-SITE SOURCE.  OBTAINING, HAULING, PLACEMENT, COMPACTION, AND STABILIZATION OF ADDITIONAL FILL MATERIAL SHALL BE PERFORMED AT NO ADDITIONAL COST TO THE OWNER.  THE CONTRACTOR SHALL BE RESPONSIBLE FOR ABIDING BY ALL LOCAL, STATE, AND FEDERAL REGULATIONS IN OBTAINING FILL MATERIAL.

AutoCAD SHX Text
1. NOTIFY ALL UTILITY PROVIDERS 48 TO 72 HOURS PRIOR TO THE BEGINNING OF UTILITY DEMOLITION AND REMOVAL OR ADJUSTMENTS. 2. NOTIFY FULTON COUNTY INSPECTOR 24 HOURS PRIOR TO  BEGINNING FULTON COUNTY INSPECTOR 24 HOURS PRIOR TO  BEGINNING  INSPECTOR 24 HOURS PRIOR TO  BEGINNING EVERY PHASE OF DEMOLITION.  3. ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY FLAGGING AND/OR FENCING PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE. 4. ACCESS TO SITE DURING CONSTRUCTION SHALL BE MAINTAINED AT ALL TIMES FOR EMERGENCY VEHICLES. 5. TEMPORARY SEDIMENT STORAGE FEATURES AND PERIMETER BMPS SHALL BE CONSTRUCTED AND FULLY OPERATIONAL PRIOR TO ANY OTHER CONSTRUCTION OR GRADING. 6. NECESSARY BARRICADES, SUFFICIENT LIGHTS, SIGNS AND OTHER TRAFFIC CONTROL METHODS AS MAY BE NECESSARY FOR THE PROTECTION AND SAFETY OF THE PUBLIC SHALL BE PROVIDED AND MAINTAINED THROUGHOUT CONSTRUCTION. 7. CUT AND FILL SLOPES SHALL NOT EXCEED TWO FEET (2') HORIZONTAL TO ONE FOOT (1') VERTICAL. 8. ANY DISCREPANCY FOUND BETWEEN SHEETS IN THIS SET SHALL BE REFERRED TO THE SITE DESIGN PROFESSIONAL FOR CLARIFICATION PRIOR TO PROCEEDING WITH ANY CONSTRUCTION ACTIVITY. 9. CONTRACTOR SHALL VERIFY ALL BENCH MARKS AND EXISTING SITE CONDITIONS PRIOR TO PROCEEDING WITH DEMOLITION ACTIVITY. 10. TOPSOIL SHALL BE STRIPPED AND STOCKPILED ON-SITE. EXCESS TOPSOIL SHALL BE REMOVED FROM SITE AT NO ADDITIONAL COST TO OWNER.  11. ALL CONSTRUCTION SHALL COMPLY WITH ALL APPLICABLE FEDERAL, STATE, COUNTY AND LOCAL CODES AND MINIMUM STANDARDS AND SPECIFICATIONS. 12. ALL NECESSARY LICENSES AND PERMITS SHALL BE OBTAINED BY THE CONTRACTOR. 13. ALL GRADES SHOWN ARE FINISHED GRADES. CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES. 14. TREES TO BE SAVED SHALL BE PROTECTED BY THE CONTRACTOR.. 15. CONTRACTOR SHALL BE RESPONSIBLE FOR RELOCATING EXISTING UTILITIES WHICH REQUIRE RELOCATION TO CONSTRUCT THIS PROJECT. 16. IT IS THE CONTRACTOR'S RESPONSIBILITY TO BE IN COMPLIANCE WITH ANY AND ALL APPLICABLE N.P.D.E.S. PERMITS AND CLEAN WATER ACT REQUIREMENTS.  CONTRACTOR SHALL BE RESPONSIBLE AS THE OPERATOR. 17. COMPACTION OF BACKFILL SHALL BE PER CITY OF SANDY CITY OF SANDY SPRINGS STANDARDS. STANDARDS. 18. THERE SHALL BE NO BURIAL OF CONSTRUCTION DEBRIS OR ORGANICS ON THIS SITE. CONTRACTOR SHALL DISPOSE OF DEBRIS IN A MANNER THAT MEETS ALL FEDERAL, STATE, COUNTY, AND LOCAL REGULATIONS SET FORTH BY THE  GOVERNING AGENCY. 19. CONTRACTOR SHALL PROVIDE ALL RECORD DRAWINGS "AS-BUILTS" AS REQUIRED BY THIS CONTRACT 20. APPROVAL OF THESE PLANS DOES NOT CONSTITUTE APPROVAL BY CITY OF SANDY SPRINGS OF ANY LAND DISTURBING ACTIVITIES CITY OF SANDY SPRINGS OF ANY LAND DISTURBING ACTIVITIES  OF ANY LAND DISTURBING ACTIVITIES WITHIN WETLAND AREAS.  IT IS THE RESPONSIBILITY OF THE PROPERTY OWNER TO CONTACT THE APPROPRIATE REGULATORY AGENCY FOR APPROVAL OF ANY WETLAND AREA DISTURBANCE. 21. ALL CONSTRUCTION TO COMPLY WITH CITY OF SANDY SPRINGS CITY OF SANDY SPRINGS STANDARDS. 22. CONTRACTOR SHALL PROVIDE TEMPORARY 5' TALL(MIN) ORANGE SAFETY FENCING OR MOBILE MODULAR CHAIN LINK FENCING (CONTRACTORS OPTION) AT THE LIMITS OF CONSTRUCTION SHOWN ON PLANS FOR THE DURATION OF CONSTRUCTION. COORDINATE WITH OWNERS REPRESENTATIVE.  23. ALL PVC PIPE SHALL BE MINIMUM SCHEDULE 40. ALL HDPE PIPE SHALL BE 'DUAL WALL' (ADS N-12 OR APPROVED EQUAL). NO SINGLE WALL HDPE PIPE ALLOWED ON THIS PROJECT

AutoCAD SHX Text
1. WORK DONE AHEAD OF SEQUENCE OR FOR TEMPORARY PROVISIONS SHALL HAVE EXISTING DISTURBED SURFACES PATCHED TO MATCH ORIGINAL CONDITIONS UNTIL NEW CONSTRUCTION REPLACES SUCH REPAIRS OR MODIFICATIONS. 2. CONTRACTOR IS RESPONSIBLE FOR PROPER DISPOSAL OF ALL ITEMS REMOVED FROM SITE.  DISPOSAL SHALL COMPLY WITH ALL FEDERAL, STATE, AND LOCAL CODES.  THERE SHALL BE NO ON-SITE BURIAL OF DEBRIS GENERATED FROM CONSTRUCTION ACTIVITIES. 3. UNLESS OTHERWISE NOTED, EXISTING ITEMS WITHIN THE PROJECT LIMITS WILL BE RETAINED IN PLACE AND PROTECTED FROM DAMAGE DURING THE CONSTRUCTION PERIOD.  ANY FACILITIES THAT ARE DAMAGED WILL BE REPAIRED OR REPLACED BY THE CONTRACTOR AT HIS/HER EXPENSE. 4. CONTRACTOR SHALL SAVE AND PROTECT ALL BUILDINGS, FOUNDATIONS, CANOPIES, FENCES, PLAY EQUIPMENT, ETC. ON THE PROPERTY, UNLESS OTHERWISE NOTED.  DAMAGE SHALL BE REPAIRED/REPLACED BY THE CONTRACTOR AT NO COST TO THE OWNER. 5. CONTRACTOR SHALL SAVE AND PROTECT ALL EXISTING STORM DRAINAGE STRUCTURES UNLESS OTHERWISE NOTED.  6. CONTRACTOR SHALL SAVE AND PROTECT ALL FENCING WITHIN LIMITS OF WORK UNLESS OTHERWISE NOTED. 7. CONTRACTOR SHALL COORDINATE WITH OWNER THE REMOVAL OF ANY EXISTING LANDSCAPE MATERIALS OR SITE FEATURES WHICH THE OWNER ELECTS TO RETAIN. 8. CONTRACTOR SHALL ACCOMPLISH DEMOLITION WITHIN THE DRIP-LINE OF EXISTING SPECIMEN TREES BY UTILIZING HAND LABOR PROCEDURES WITHOUT DAMAGING THE ROOT SYSTEM OF TREE. 9. CONTRACTOR SHALL BE RESPONSIBLE TO MAINTAIN SAFE, CLEARLY MARKED PEDESTRIAN ACCESS ROUTES TO ALL BUILDING ENTRANCES THROUGHOUT ALL PHASES OF CONSTRUCTION. 10. CONTRACTOR SHALL MAINTAIN POSITIVE DRAINAGE AWAY FROM BUILDINGS AT ALL TIMES. 11. LIMITS OF CURB AND GUTTER DEMOLITION ARE SUBJECT TO THE NEAREST CONSTRUCTION JOINT.   12. CURB AND GUTTER AND WALKS SHALL BE REPAIRED TO THE NEAREST CONSTRUCTION JOINT. 13. CONTRACTOR SHALL PROVIDE ABRASION SAW CUTS PRIOR TO DEMOLITION ADJACENT TO ALL PAVEMENT AREAS TO BE SAVED.  FAILURE TO PROVIDE A CLEAN EDGE MAY  RESULT IN ADDITIONAL DEMOLITION AND NEW PAVEMENT INSTALLATION PAID FOR AND EXECUTED BY THE CONTRACTOR. 14. CONTRACTOR IS RESPONSIBLE FOR DEMOLITION AND REMOVAL OR RELOCATION (AT HIS/HER EXPENSE) OF EXISTING ITEMS THAT CONFLICT WITH NEW CONSTRUCTION UNLESS OTHERWISE NOTED. 15. CONTRACTOR SHALL REPAIR TO EXISTING CONDITIONS ANY PAVING OR SITE FEATURE DEMOLISHED OR DAMAGED DURING INSTALLATION OF NEW RAIN LEADERS, UTILITIES OR OTHER NEW SITE FEATURES. 16. CONTRACTOR SHALL RELOCATE OR ADJUST AS NECESSARY ALL EXISTING UTILITY APPURTENANCES (CLEAN OUTS, VALVE/METER BOXES AND/OR COVERS, MANHOLES, ETC.) LOCATED WITHIN THE LIMITS OF CONSTRUCTION TO FINISHED GRADE AT NO ADDITIONAL COST TO THE OWNER. 17. CONTRACTOR SHALL COORDINATE THE REMOVAL AND OR RELOCATION OF EXISTING GAS AND WATER METERS, VALVES, LINES, POWER, TELEPHONE AND CABLE  LINES THAT SERVICE THE EXISTING BUILDINGS WITH THE APPROPRIATE UTILITY COMPANIES.  18. CONTRACTOR IS RESPONSIBLE FOR REPAIRING IMMEDIATELY ANY DAMAGE TO AN ACTIVE UTILITY AT NO ADDITIONAL COST TO THE OWNER.

AutoCAD SHX Text
1. NOTIFY CITY/COUNTY INSPECTORS 24 HOURS BEFORE BEGINNING OF EVERY CONSTRUCTION PHASE. 2. ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY FLAGGING AND/OR FENCING PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE. 3. THE INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES AND PRACTICES SHALL OCCUR PRIOR TO OR CONCURRENT WITH LAND DISTURBING ACTIVITIES AND CONSTRUCTION ON THE SITE AND MAINTAINED UNTIL PERMANENT GROUNDCOVER IS ESTABLISHED. 4. ALL SEDIMENT BARRIERS SHALL BE INSTALLED PRIOR TO ANY GRADING. 5. SEDIMENT BARRIER DEVICES SHALL BE INSPECTED AND REPAIRED OF DAMAGE DAILY.  ANY ACCUMULATED SEDIMENT SHALL BE REMOVED AND SPREAD ON SITE. 6. ALL DISTURBED AREAS SHALL BE SODDED AS SOON AS CONSTRUCTION PHASE PERMITS. 7. EROSION AND SEDIMENTATION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT.  8. MAINTENANCE OF ALL SOIL EROSION AND SEDIMENTATION CONTROL MEASURES AND PRACTICES, WHETHER TEMPORARY OF PERMANENT, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 9. ANY DISCREPANCY BETWEEN THIS SHEET AND OTHERS IN THIS SET SHALL BE REFERRED TO THE ARCHITECT BY THE CONTRACTOR FOR CLARIFICATION BEFORE PROCEEDING WITH THE WORK. 10. SEDIMENT STORAGE LEVEL MARKERS SHALL BE INSTALLED IN SEDIMENT STORAGE STRUCTURES, INDICATING THE 1/3 FULL VOLUME. 11. MAXIMUM CUT OR FILL SLOPE IS (2:1) 2' HORIZONTAL TO 1' VERTICAL. 12. CONTRACTOR SHALL PROVIDE TEMPORARY DOWN DRAINS ON FILL SLOPES TO PREVENT EROSION PRIOR TO STABILIZATION. 13. CONTRACTOR SHALL REMOVE ACCUMULATED SEDIMENT FROM STORMWATER MANAGEMENT FACILITY AT END OF CONSTRUCTION WHEN ALL DISTURBED AREAS HAVE BEEN FULLY STABILIZED.  DISTURBED AREAS HAVE BEEN FULLY STABILIZED. 14. SEDIMENT STORAGE VOLUME SHALL BE IN PLACE PRIOR TO AND DURING ALL LAND DISTURBING ACTIVITIES UNTIL FINAL STABILIZATION OF THE SITE HAS BEEN ACHIEVED.  15. EROSION CONTROL MATTING SHALL BE INSTALLED ON ALL SLOPES STEEPER THAN 3 HORIZONTAL TO 1 VERTICAL 16. CONTRACTOR SHALL  REMOVE INSTALLED BEST MANAGEMENT PRACTICES AT THE END OF PROJECT UPON REACHING PERMANENT VEGETATIVE STABILIZATION OF LAND DISTURBING ACTIVITIES. 

AutoCAD SHX Text
1. BUILDING USE: ELEMENTARY SCHOOL ELEMENTARY SCHOOL 2. CONTRACTOR SHALL VERIFY  CONDITIONS AND DIMENSIONS BEFORE PROCEEDING WITH CONSTRUCTION.  ANY DISCREPANCIES FOUND SHALL BE REPORTED TO THE LANDSCAPE ARCHITECT FOR CLARIFICATION AND/OR CORRECTION BEFORE PROCEEDING WITH THE WORK.  CONTRACTOR SHALL ASSUME RESPONSIBILITY FOR DISCREPANCIES WHICH ARE NOT REPORTED.   4. ALL DIMENSIONS ARE TO THE FACE OF CURBS AND FACE OF WALLS. 5. ALL ANGLES ARE 90^ UNLESS OTHERWISE NOTED. 6. CONCRETE RADII ARE  5'  UNLESS OTHERWISE NOTED. 5'  UNLESS OTHERWISE NOTED.  UNLESS OTHERWISE NOTED. 7. REFER TO UTILITY PLAN(S) FOR UTILITY INFORMATION. 8. ALL WORK SHALL COMPLY WITH CITY OF SANDY SPRINGS STANDARDS CITY OF SANDY SPRINGS STANDARDS STANDARDS AND NECESSARY LICENSES AND PERMITS SHALL BE OBTAINED BY CONTRACTOR.

AutoCAD SHX Text
CONTRACTOR SHALL PROVIDE EITHER 5' TALL ORANGE PLASTIC SAFETY FENCING OR TEMPORARY CHAIN LINK FENCING (6' MIN HEIGHT) TO SECURE LIMITS OF WORK AREA DURING CONSTRUCTION ACTIVITIES. PROVIDED ALL WORK IS SCHEDULED DURING/OVER A SCHOOL SCHEDULED BREAK, THIS REQUIREMENT MAY BE WAIVED BY THE OWNERS REPRESENTATIVE. 

AutoCAD SHX Text
CONTRACTOR SHALL BE RESPONSIBLE FOR SECURING THE SERVICES OF A PRIVATE UTILITY LOCATOR FIRM DURING THE ENTIRE COURSE OF CONSTRUCTION.  CONTRACTOR SHALL PAY FOR SAID SERVICES.  CONTRACTOR SHALL REPAIR ALL UTILITIES DAMAGED BY CONSTRUCTION ACTIVITIES, AT NO ADDITIONAL COST TO THE OWNER/DEVELOPER.
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CAUTION

24-HOUR CONTACT
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770-238-8062

CITY OF SANDY SPRINGS NOTES
1) THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION

OF EROSION AND SEDIMENT CONTROL MEASURES AND PRACTICES PRIOR TO LAND
DISTURBING ACTIVITIES.

2) EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL
IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE
EROSION CONTROL, ADDITIONAL EROSION CONTROL MEASURES SHALL BE
IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.

3) ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE
STABILIZED WITH MULCH OR TEMPORARY SEEDING.

4) THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER
PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE
LOCATIONS DESCRIBED HERIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS
SUPERVISION.
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INTRODUCTION THIS PROJECT WILL INVOLVE APPROXIMATELY 0.50 ACRES OF WORK, WHICH INCLUDES RENOVATING TWO MULCH PLAY COURTS WITH RUBBERIZED COURTS, CONSTRUCTION OF ADDITIONAL PEDESTRIAN WALKWAYS, AND STABILIZING OPEN/GRASSED AREAS WITH SOD, TURF, AND LANDSCAPE BEDS. THE PURPOSE OF THIS STUDY IS TO SHOW THAT THE RENOVATION OF THE EXISTING SCHOOL PLAYGROUND AND CONSTRUCTION OF NEW CONCRETE WALKS WILL HAVE A NEGLIGIBLE IMPACT ON THE DRAINAGE PATTERNS OF THE SITE. THIS STUDY WILL DEFINE THE EXISTING AND PROPOSED GROUND COVERS, THE RELEVANT SANDY SPRINGS STORMWATER ORDINANCES, AND SHOW HOW THIS SITE MEETS THESE ORDINANCES. THIS STUDY WILL ONLY PERTAIN TO THE PROJECT AREA WITHIN THE OVERALL PARCEL. EXISTING CONDITIONS THE EXISTING PARCEL IS 15.13 ACRES AND CONSISTS OF AN ELEMENTARY SCHOOL BUILDING, PARKING LOTS, PEDESTRIAN ACCESS ROUTES, ONE ABOVE GROUND AND TWO UNDERGROUND STORMWATER MANAGEMENT SYSTEMS, STORMWATER CONVEYANCE SYSTEMS, AND SEVERAL PLAY GROUNDS & PLAY FIELDS. THE SCHOOL SITE WAS DESIGNED & CONSTRUCTED IN 2007-2008. OF THE 15.13 ACRES, THIS PROJECT WILL INVOLVE WORK WITHIN ONLY 0.50 ACRES OF THE SITE. THE ENTIRE PROJECT AREA FALLS WITHIN THE "POST 2 BASIN" & "WQ2B BASIN" IDENTIFIED IN THE 2007 HYDROLOGY REPORT. THE EXISTING 0.50 ACRE STUDY BASIN CONSISTS OF TWO MULCH PLAY COURTS (0.07 ACRES, CN = 98), A COVERED CONCRETE WALKWAY/PLAZA AREA (0.12 ACRES, CN = 98), AND OPEN SPACE (0.31 ACRES, CN = 61). THE EXISTING MULCH COURTS WERE STUDIED AS IMPERVIOUS SURFACES IN THE 2007 HYDROLOGY REPORT, AND ARE CURRENTLY CONVEYED TO A DOWNSTREAM UNDERGROUND DETENTION SYSTEM & TREATED FOR WATER QUALITY WITH A GRAVEL FILTER BED. THE CONCRETE SURFACES ARE CONVEYED TO THE SAME UNDERGROUND SYSTEM AND TREATED FOR WATER QUALITY IN THE SAME GRAVEL FILTER BED. THE EXISTING CURVE NUMBER OF THE PROJECT AREA IS 75. THE EXISTING CURVE NUMBER OF THE OVERALL DRAINAGE BASIN (IDENTIFIED IN THE 2007 HYDROLOGY REPORT) IS 82. PROPOSED CONDITIONS THIS PROJECT WILL INCLUDE REPLACING THE EXISTING MULCH COURTS WITH NEW RUBBERIZED PLAY COURTS, CONSTRUCTING NEW CONCRETE WALKWAYS, AND STABILIZING OPEN AREAS WITH SOD, TURF, AND LANDSCAPE BEDS. THE NEW RUBBERIZED PLAY COURTS WILL HAVE SIMILAR FOOTPRINTS (0.09 ACRES) TO THE EXISTING MULCH COURTS (0.07 ACRES) AND WILL HAVE SIMILAR SUBGRADE CONDITIONS: A GAB BED WITH AN UNDERDRAIN CONVEYING STORMWATER TO A NEARBY STORM STRUCTURE. THE SOD & LANDSCAPE BEDS (0.10 ACRES) WILL BE STUDIED AS OPEN SPACE AND WILL HAVE A CURVE NUMBER OF 61. THE TURF SURFACES (0.18 ACRES) WILL BE PERVIOUS WITH AN 8" GRAVEL FILTER BED TO ALLOW RUNOFF TO INFILTRATE NATURALLY INTO THE SOIL. THE GRAVEL FILTER BEDS WILL BE PROVIDED WITH PERFORATED HDPE UNDERDRAINS SO THAT LARGER STORM EVENTS WILL BE CONVEYED TO NEARBY STORM STRUCTURES AND DETAINED IN THE EXISTING DOWNSTREAM UNDERGROUND SYSTEM. THESE AREAS WERE STUDIED AS HAVING A CURVE NUMBER OF 61 DUE TO THEIR PERVIOUS NATURE. THE NEW CONCRETE AREAS WERE STUDIED AS IMPERVIOUS (CN = 98) AND WILL INCLUDE THE ADDITION OF ONLY 916 S.F. CONCRETE. THE CURVE NUMBER OF THE PROJECT AREA IN POST-DEVELOPMENT CONDITIONS WILL BE 78. THE CURVE NUMBER OF THE OVERALL DRAINAGE BASIN IN POST-DEVELOPMENT CONDITIONS WILL REMAIN 82, EVEN WITH THE ADDITIONAL CONCRETE SURFACES & SLIGHTLY LARGER PLAY COURTS. CONCLUSION THE SANDY SPRINGS DEVELOPMENT CODE STATES THAT THE STORMWATER MANAGEMENT STANDARDS ARE APPLICABLE TO DEVELOPMENTS THAT THAT INVOLVE THE CREATION OF 1,000 S.F. OR MORE OF IMPERVIOUS COVER. BECAUSE THIS SITE INCLUDES THE ADDITION OF ONLY 916 S.F. OF IMPERVIOUS CONCRETE SURFACES, THIS PROJECT WILL NOT REQUIRE ANY ADDITIONAL STORMWATER TREATMENT MECHANISMS. IN ADDITION TO ADDING LESS THAN 1,000 S.F. OF IMPERVIOUS CONCRETE, THIS PROJECT WILL NOT INCREASE THE CURVE NUMBER OF THE OVERALL DRAINAGE BASIN. THUS, THIS PROJECT IS EXPECTED TO HAVE A NEGLIGIBLE IMPACT ON THE DRAINAGE PATTERNS & PEAK FLOWS IN THE OVERALL DRAINAGE BASIN. REFER TO PRE & POST DEVELOPMENT BASIN CHARACTERISTICS TABLES BELOW. IN THE 2007 HYDROLOGY STUDY, PLAY COURTS WERE LUMPED INTO THE IMPERVIOUS AREA NUMBERS. FOR THE PURPOSES OF THIS STUDY, THE PLAY COURTS HAVE BEEN SHOWN AS A SEPARATE COLUMN WITH CN = 98. REFER TO TURF & PLAY COURT DETAILS ON C500 FOR ADDITIONAL INFORMATION ON SURFACE & SUBSURFACE CONDITIONS. REFER TO THE EMAIL BELOW FOR INFORMATION ON THE PRELIMINARY STORMWATER CONCEPT DISCUSSIONS WITH THE CITY OF SANDY SPRINGS. 

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
R

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
PROFESSIONAL

AutoCAD SHX Text
R

AutoCAD SHX Text
No.LA001770

AutoCAD SHX Text
04.16.2019



LA
K

E 
FO

R
ES

T 
EL

EM
EN

TA
R

Y
R

EC
R

EA
TI

O
N

AL
 IM

PR
O

VE
M

EN
TS

59
20

 S
AN

DY
 S

PR
IN

GS
 C

IR
CL

E
SA

ND
Y S

PR
IN

GS
, G

A 
30

32
8

RELEASED FOR
CONSTRUCTION

SH
EE

T#
SH

EE
T T

IT
LE

BLP, INC. PROJECT NO:

B
re

ed
lo

ve
 L

an
d 

Pl
an

ni
ng

, I
nc

.

DATE:

DRAWING BY:

CHECKED BY:

18136

01-18-2019

KAM

HOB

SUBMITTALS

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

REVISIONS
DESCRIPTIONDATENo.

SE
AL

CO
NS

UL
TA

NT

La
nd

sc
ap

e A
rc

hi
te

ct
s 

    
    

    
    

 C
ivi

l E
ng

in
ee

rs
15

 S
im

ps
on

 S
t. 

NW
At

la
nt

a,
 G

A 
30

80
8

   P
ho

ne
: 7

70
-4

83
-1

17
3

ww
w.

la
nd

pl
an

ni
ng

.n
et

1

2

3

4

5

DESCRIPTIONDATENo.
03-04-19 OWNER REVIEW SET

03-29-19 PERMIT SET

04-23-19 LDP RESUBMITTAL

05-07-19 BID SET

C400

ES&PC NOTES
AND DETAILSKnow what's below.

before you dig.Call
Dial 811

Or Call 800-282-7411

CAUTION

Product Specific Practices

Spill Control Practices

Inventory for Pollution Prevention Plan

Spill Prevention

Material Management Practices

Non-Storm Water Discharges

Maintenance and Inspection Procedures

Certification of Compliance with Federal, State, and Local Regulations

Equipment Maintenance Area

Discharge of new or used oil, fuel,

lubricants, etc. is prohibited.

Utilize containment/capture

systems.  Recycle used oils,

contaminated fuels and lubricants.

Illegal discharges are subject to

fines and penalties.

Other Controls

Storm Water Management

Storm Water Controls

Storm Water Runoff Quality Controls

Wetland Protection Practices

Protection Practices

Do Not Disturb

STATE WATER BUFFER

Structural Practices

Controls

Stabilization Practices

Erosion and Sedimentation Controls

Wetland Protection Practices

Sd1-S

Sd2-F

24-HOUR CONTACT
Steve Ciaccio

Parks and Rec Sandy Springs
sciaccio@sandyspringsga.gov

770-238-8062
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Soil Cleanup and Control Practices -Local, State and manufacturer's recommended methods for spill cleanup will be clearly posted and procedures will be made available to site personnel. -Material and equipment necessary for spill cleanup will be kept in the material storage areas.  Typical materials and equipment includes, but is not limited to, brooms, dustpans, mops, rags, gloves, goggles, cat litter, sand, sawdust and property labeled plastic and metal waste containers. -Spill prevention practices and procedures will be reviewed after a spill and adjusted as necessary to prevent future spills. -Alls spills will be cleaned up immediately upon discovery.  All spills will be reported as required by local, State and Federal regulations. -FOR SPILLS THAT IMPACT SUFRACE WATER (LEAVE A SHEEN ON SURFACE WATER).  THE NATIONAL RESPONSE CENTER (NRC) WILL BE CONTACTED WITHIN 24 HOURS AT 1-800-426-2675. -FOR SPILLS OF UNKNOWN AMOUNT, THE NATIONAL CENTER (NRC) WILL BE CONTACTED WITHIN 24 HOURS AT 1-800-426-2675. -FOR SPILLS GREATER THAN 25 GALLONS AND NO SURFACE WATER IMPACTS, THE GEORGIA EPD WILL BE CONTACTED WITHIN 24 HOURS -FOR SPILLS LEES THAN 25 GALLONS AND NO SURFACE WATER IMPACTS.  THE SPILL WILL BE CLEANED UP AND LOCAL AGENCIES WILL BE CONTACTED AS REQUIRED. The Contractor shall notify the licensed professional who prepared this plan if more than 1320 gallons of petroleum is stored onsite (this includes capacities of equipment) or if any one piece of equipment has a capacity greater than 660 gallons.  The contractor will need a Spill Prevention Containment and Countermeasures Plan prepared by that licensed professional.
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The following materials and substances are expected to be present on-site during construction activities:
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The following are the product specific practices that shall be followed for products stored on-site:
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The following are the material management practices that shall be used to reduce the risk of spills or other accidental exposure of materials and substances to storm water runoff.
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Good Housekeeping: The following good housekeeping practices shall be followed on-site during the construction project:
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Hazardous Products: The following practices shall be followed on-site to reduce the risks associated with hazardous materials:
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>  Concrete >  Detergents >  Paints and Stains (enamel and latex) >  Steel structure members >  Tar

AutoCAD SHX Text
>  Fertilizers >  Petroleum-based Products >  Cleaning Solvents >  Wood >  Masonry Block
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The following are the maintenance and inspection procedures that shall be used to maintain erosion and sediment controls:

AutoCAD SHX Text
All non-storm water discharges shall be directed to the sediment basin prior to discharge from the site. >  Uncontaminated ground water from dewatering excavation. >  Flushing and testing of fountain, potable, fire, and irrigation systems >  Fire fighting activities >  Foundation or footing drains where flows are not contaminated with processed materials or pollutants. >  Air conditioning condensate >  Springs
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All hazardous waste materials will be disposed of in the manner specified by local, state, and/or federal regulations and by the manufacturer of such products.  The job site superintendent, who will also be responsible for seeing that these practices are followed, will instruct site personnel in these practices.  Material Safety Data Sheets (MSDS's) for each substance with hazardous properties that is used on the job site will be obtained and used for the proper management of potential wastes that may result from these products.  AN MSDS will be posted in the immediate area where such product is stored and/or used and another copy of each MSDS will be maintained in the ESPCP file at the job site construction trailer office.  Each employee who must handle a substance with hazardous properties will be instructed on the use of MSDS sheets and the specific information in the applicable MSDS for the product he/she is using, particularly regarding spill control techniques. The contractor will implement the Spill Prevention Control and Countermeasures (SPCC) Plan found within the ESPCP and will train all personnel in the proper cleanup and handling of spilled materials.  No spilled hazardous materials or hazardous waste will be allowed to come in contact with stormwater discharges.  If such contact occurs, the stormwater discharge will be contained on site until appropriate measures in compliance with state and federal regulations are taken to dispose of such contaminated stormwater.  It shall be the responsibility of the job site superintendent to properly train all personnel in the use of the SPCC plan.
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A minimum of one portable sanitary unit will be provided for every ten (10) workers on the site.  All sanitary waste will be collected from the portable units a minimum of one time per week by a licensed portable facility provider in complete compliance with local and state regulations. All sanitary waste units will be located in and area where the likelihood of the unit contributing to stormwater discharge is negligible. Additional Container BMP's must be implemented, such as gravel bags or specially designed plastic skid containers around the base to prevent wastes from contributing to stormwater discharges.  The location of sanitary waste units must be identified on the Erosion Control Plan Grading Phase.  Sheet G-4b, by the contractor once the locations have been determined. Sanitary sewer will be provided by Municipal Authority Septic System at the completion of this project.

AutoCAD SHX Text
Temporary fueling tanks shall have a Georgia E.P.D. approved secondary containment (liner system) basin to prevent and/or minimize site contamination.  Temporary fueling tank locations shall be located remotely from drainage ways, drainage systems, and state waters (streams, springheads, lakes, etc.).
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Equipment maintenance areas shall be clearly identified with signage.   Said signage shall read as follows: Sign shall be weatherproof and have a minimum size of 36" x 36". Equipment Maintenance Area(s) shall be located remotely from drainage  ways, drainage systems, and state waters (streams, springheads, lakes, etc.).
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The storm water pollution prevention plan reflects the governing authorities requirements for storm water management and erosion and sediment control.  To ensure compliance, this plan was prepared by a Georgia Registered Professional Landscape Architect, in accordance with the "Manual for Erosion and Sediment Control in Georgia, Latest Edition", published by the Georgia Soil and Water Conservation Commission (SWCC).  As necessary and applicable, State Water Buffer Encroachment Variances, U.S.A.C.E. Wetland Disturbance Permits, etc., have been prepared, reviewed, and approved by the governing authorities.  There are no other applicable State or Federal requirements for erosion and sediment site plans (or permits), or storm water management site plans (or permits).
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The Contractor shall provide appropriate refuse collection centers, which allow for glass, paper, and plastic separation.  Said refuse collection centers shall be maintained on a weekly basis and transferred to an Owner-approved recycling and refuse center.  The Contractor shall also provide appropriate refuse containers for construction debris.  Construction debris shall be recycled as possible and practical, especially in demolition and renovation situations (i.e., copper pipe, steel, concrete, glass, etc.).  Illegal disposal of said materials (including littering) is subject to fines and penalties.  The Contractor shall establish construction site policy and educate all construction personnel. All waste materials shall be collected and stored in a securely lidded, metal dumpster.  The dumpster shall be rented from and emptied by a licensed solid waste management company.  The dumpster shall meet all City/County, and State Solid Waste Management regulations and ordinances.  The dumpster shall be emptied as necessary, and the material shall be hauled to a State licensed landfill.  No construction debris shall be buried on the construction site.  All personnel shall be informed and instructed regarding the correct procedure for waste disposal.  Notices stating these procedures shall be posted in the construction office and the construction superintendent shall be responsible for insuring that these procedures are followed.
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Recycling and Refuse Collection Centers (Waste Materials):
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Sanitary Waste:
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Equipment Maintenance Area:
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Temporary Fueling Tank Area:
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Hazardous Waste:
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Curb and gutter, storm sewers, overland flow and detention basins for the developed areas shall provide storm water pollution management after construction operations have been completed.
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Stream Buffers (State Water Buffers) shall be appropriately flagged and protected.  Said buffers shall be identified with signage during the construction period.  Said signage shall read as follows: Signs shall be placed at forty (40) foot intervals parallel with any State Water Buffer identified on the plan(s).  Signs shall be weatherproof and shall be a minimum of 11" x 17".
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Wetlands, if present on site, are subject to U.S. Army Corps of Engineers (U.S.A.C.E.) regulations and restrictions and shall be clearly identified by flagging, fencing, and/or signage at a maximum of fifty (50) foot intervals.  The disturbance of any designated wetland is prohibited unless otherwise allowed by U.S.A.C.E. permit(s).  
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The contractor shall conform to the phasing, sequencing, installation, inspection, maintenance, and stabilization requirements of the "Erosion, Sedimentation, and Pollution Control Plan".  The contractor shall educate all construction personnel of the importance of limiting the area of construction disturbance through appropriate phasing and intermediate stabilization of areas that have reached appropriate grades.  This includes installing perimeter areas of pavement and walks, proper and rapid seedbed preparation and installation of vegetation.  The contractor shall work diligently to develop, and maintain, a construction approach that will focus on the daily reduction of exposed land disturbance.  The intent is to reverse the current construction mindset, from the "building - first" to the "site - stabilization - first" and then completion of the building construction.  This will improve storm water runoff quality through vegetative stabilization and will allow for more efficient activity during the winter "wet" season.  "BE PREPARED" is an appropriate motto for improving the storm water runoff quality during the construction period.  This motto will require enhanced communication efforts between the Owner, Design Team, Contractor, and Sub-Contractors.  Proper design, installation, inspection, and maintenance of the Best Management Practices (BMP's) will result in a more successful project for all parties involved.
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Temporary Construction Entrance - A stabilized, stone aggregate construction entrance shall be constructed, as per the detail set forth in the "Manual for Erosion and Sediment Control in Georgia, Latest Edition".  The temporary construction entrance shall reduce vehicle tracking of sediments.  Outgoing trucks shall have the tires washed prior to exiting the site onto any public street or right-of-way.  Any mud, dirt, or rock that is tracked onto public streets shall be swept immediately and the removed material placed within the site perimeter controls. Silt Barriers - Silt fence and other approved barriers shall be installed as per the plan(s), detail(s), and the "Manual for Erosion and Sediment Control in Georgia, Latest Edition". Temporary Diversion Berms and Ditches - Temporary diversion berms and ditches shall be constructed as per the plan(s), detail(s), and the "Manual for Erosion and Sediment Control in Georgia, Latest Edition".  Diversion berms and ditches shall be constructed so as to intercept and redirect runoff to the temporary sediment basin(s) prior to the runoff reaching the perimeter sediment controls. Storm Drain Outlet Protection - Headwall outlets shall be protected by storm drain outlet protection.  The storm drain outlet protection shall be constructed as per the plan(s), detail(s), and the "Manual for Erosion and Sediment Control in Georgia, Latest Edition".
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Provide and maintain a mechanical street sweeper.  All asphalt areas shall be swept at a minimum of once every 7 calendar days.  Accumulated sweepings shall be distributed on areas to be planted and shall be stabilized with PAM, mulch and appropriate grass seed.
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Sweeping of Paved Areas:
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Mulching - Contractor shall apply dry straw or hay and/or wood chip mulch to disturbed areas at a depth of two to three inches.  Said mulch shall be uniformly applied by hand or mechanical equipment.  Straw or hay mulch shall be pressed into the soil with a disk harrow with disk set straight or with a special "Packer Disk".  The edge of the disk should be dull enough not to cut the mulch but press it into the soil leaving much of it in an erect position.  Straw or hay mulch shall be anchored immediately after application. Polyacrylamide (PAM) - Contractor shall utilize an ionic polyacrylamide as a temporary soil binding agent to reduce soil erosion.  PAM is available in emulsions, powders, and floc logs.  PAM shall be utilized in conjunction with other Best Management Practices (BMP's).  PAM shall be utilized in direct soil surface applications where the timely establishment of vegetation is not feasible (including building pad and parking lot areas).  PAM may be applied in conjunction with temporary seeding efforts.  PAM shall be applied VIA hydroseed type application once every 14 calendar days at the rate of 7.5 Lbs/Acre.  The maximum application of PAM, in pure form, shall not exceed 200 pounds per acre per year.  The contractor shall install a PAM gel bar or log in each storm structure (secured with a rope) and replace at the manufacturer's recommended intervals. Temporary Stabilization - Topsoil stockpiles and disturbed areas of the site, where construction activities have ceased for at least fourteen (14) calendar days, shall be stabilized with a season appropriate temporary seeding and/or mulch.  The temporary seed shall be types as shown in Piedmont Vegetative Covers chart and applied as indicated in the Piedmont Vegetative Covers chart.  Prior to seeding, two-thousand six-hundred (2600) pounds per acre or ground agricultural limestone, one-thousand seven-hundred (1700) pounds per acre of 6-12-12 fertilizer, and three-hundred (300) pounds per acre of Ammonia Nitrate shall be applied to the disturbed areas.  After seeding, all slopes that exceed 3' (H): 1' (V) shall be covered with erosion control matting and/or blankets.  The mats and/or blankets shall be installed as per the manufacturer's recommendations and specifications and shall be secured with the recommended fastening hardware.  Areas of the site that are to be paved shall be stabilized through the proper compaction of the soil and placement of a graded, stone aggregate base. Permanent Stabilization - Disturbed areas of the site where finished grades have been achieved, and construction activity has ceased for at least fourteen (14) calendar days, shall be stabilized with vegetation per planting plan.  
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Offsite Vechicle Tracking:

AutoCAD SHX Text
A stablized construction exit has been provided to help reduce vehicle tracking of sediment. See sheets C-400-C430 & c-450 for construction exit locations and details.  The paved street adjacent to the site exit will be inspected daily for tracking of dust, mud, dirt or rock.  Sump trucks hauling material from the construction site will be covered with a tarpaulin.
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Wetlands, if present on site, are subject to U.S. Army Corps of Engineers (U.S.A.C.E.) regulations and restrictions and shall be clearly identified by flagging, fencing, and/or signage at a maximum of fifty (50) foot intervals.  The disturbance of any designated wetland is prohibited unless otherwise allowed by U.S.A.C.E. permit(s) including but not limited to a Section 404 permit.  
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Petroleum Based Products - Containers for products such as fuels, lubricants and tars will be inspected daily for leaks and spills.  This includes on-site vehicle and machinery daily inspections and regular preventative maintenance of such equipment.  Equipment maintenance areas will be located away from state water, natural drains and storm water drainage inlets.  In addition, temporary fueling tanks shall have a secondary containment  liner to prevent/minimize site contamination.  Discharge of oils, fuels and disposal as required by local and State regulations. Paints/Finishes/Solvents - All products will be stored in tightly sealed original containers when not in use.  Excess product will not be discharged to the storm water collection system.  Excess product, materials used with these products and product containers will be disposed of according to manufacturer's specifications and recommendations. Concrete Truck Washing - NO concrete trucks will be allowed to wash out or discharge surplus concrete or drum wash water onsite. Fertilizer/Herbicides - These products will be applied at rates that do not exceed the manufacturer's specifications or above the guidelines set forth in the crop establishment or in the GSWCC Manual for Erosion and Sediment Control in Georgia.  Any storage of these materials will be under roof in sealed containers. Building materials  - No Building or construction materials will be buried or disposed of onsite.  All such material will be disposed of in proper waste disposal procedures.
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 WATERS OF THE STATE EXIST ON OR WITHIN 200' OF THE PROJECT SITE. NO WETLANDS EXIST ON OR WITHIN 200' OF THE PROJECT SITE.
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ALL EROSION AND SEDIMENTATION CONTROLS  AND TREE PROTECTION MEASURES SHALL BE  INSTALLED PRIOR TO DEMOLITION OR GRADING. 
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DIRECTION OF FLOW
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NOT TO SCALE
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C-POP SEDIMENT CONTROL SYSTEM
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C-POP SYSTEM - TYPE 'C'
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SENSITIVE SEDIMENT BARRIER - SILT FENCE
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SIX-STAPLE PATTERN WITH DOUBLE STAPLE AT TOP OF FABRIC AT EACH POST
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TYPE C (36") TALL SILT FENCE SECURED TO UPSTREAM SIDE OF FENCE
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GROUND  LINE
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WOODEN POST SHALL BE  2" x 2" x 48" MIN FROM OAK OR APPROVED HARDWOOD
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BRACE POSTS AT LOW POINTS 
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ALL STITCH LINES LOCATIONS SHALL BE WITHIN 1" OF LISTED DIMENSION (TYP.)
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MAINTENANCE: : SEDIMENT SHALL BE REMOVED WHEN IT HAS ACCUMULATED TO   THE ORIGINAL HEIGHT OF THE BARRIER. SEDIMENT BARRIERS 12 THE ORIGINAL HEIGHT OF THE BARRIER. SEDIMENT BARRIERS SHALL BE REPLACED WHENEVER THEY HAVE DETERIORATED TO SUCH AN EXTENT THAT THE EFFECTIVENESS OF THE PRODUCT IS REDUCED (APPROXIMATELY SIX MONTHS) OR THE HEIGHT OF THE PRODUCT IS NOT MAINTAINING 80% OF ITS PROPERLY INSTALLED HEIGHT. TEMPORARY SEDIMENT BARRIERS SHALL REMAIN IN PLACE UNTIL DISTURBED AREAS HAVE BEEN  PERMANENTLY STABILIZED.  ALL SEDIMENT ACCUMULATED AT THE BARRIER SHALL BE REMOVED AND PROPERLY DISPOSED OF BEFORE THE BARRIER IS REMOVED. NOTES: : 1. TEMPORARY PLANTINGS MUST BE REPLACED BY PERMANENT GRASS DURING THE FIRST AVAILABLE PLANTING SEASON.  2. SILT CONTROL SHALL BE IN EFFECT PRIOR TO ANY GRADING OF CONSTRUCTION.  3. SILT FABRIC SHALL BE 36" MINIMUM WIDTH.  4. SPLICED JOINTS SHALL OVERLAP 18", WITH MATCHING POST.  5. DRIVE 5' (60") MIN. POSTS 24" INTO SOIL.  6. DIG DITCH 12" WIDE AND 6" DEEP.  LAY IN FABRIC TO BOTTOM OF TRENCH, THEN BACKFILL COVERING FABRIC. 7. USE D.O.T. APPROVED WOOD OR STEEL POST 4'-0" O.C. 8. J-HOOKS TO BE PROVIDED AT EVERY 4 FOOT VERTICAL GRADE CHANGE ALONG SILT FENCE LINES.
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TEMPORARY
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"SILT-SAVER" 
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INLET SEDIMENT TRAP
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NOT TO SCALE
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Sediment Control Products
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ROUND FRAME & FILTER ASSEMBLY Model # R-100A
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%%UPLAN VIEW
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%%UELEVATION VIEW
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12 DRAINAGE SLOTS IN TOP
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5.5" CENTER DRAINAGE HOLE
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%%UISOMETRIC VIEW
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48 DRAINAGE SLOTS  AROUND PERIMETER
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FRAME MATERIAL:  BLACK 0.25" HMWPE
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FILTER FABRIC MATERIAL:  REFER TO SPEC

AutoCAD SHX Text
5.5"

AutoCAD SHX Text
SCALE:  NOT TO SCALE
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FRAME & FILTER DISCHARGE ANALYSIS
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OPENING AREA (SF)
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HEAD (FT)
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EQUATION USED
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FRAME FLOW (CFS)
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FILTER AREA (SF)
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FILTERED FLOW (CFS)
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HEAD - 3.0'
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DUE TO NARROW SLOT, A TRANSITION WILL OCCUR BETWEEN WEIR AND ORIFICE CONDITIONS.  ORIFICE FLOW WILL PROVIDE A MORE CONSERVATIVE ESTIMATE OF FLOW, THEREFORE THE LESSER OF THE ORIFICE AND WEIR FLOWS WILL BE USED FOR EACH STAGE CALCULATION. FILTER MATERIAL ALLOWS 129 gpm/SF OR 0.29cfs/SF ORIFICE EQUATION (O) = Q=0.6A(2gh)^0.5 P = FEET PERIMETER h = HEAD IN FEET Q = CAPACITY IN cfs A = FREE OPEN AREA OF FRAME g = 32.2 FEET-PER-SECOND/SECOND
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SILT-SAVER, INC.     1094 CULPEPPER DRIVE, CONYERS, GA  30094     PHONE: (770) 388-7818     FAX: (770) 388-7640     TOLL FREE: 1-888-382-SILT (7458)    www.siltsaver.com
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MAINTENANCE ALL TEMPORARY EROSION, SEDIMENTATION, & POLLUTION CONTROL PRACTICES SHOULD BE INSPECTED DAILY.  CONTRACTOR SHALL REMOVE SEDIMENT AND DISPOSE OF IN A PROPER MANNER.  INSPECT R-100A DAILY FOR CUTS, ABRASIONS, AND PROPER INSTALLATION.  REPLACE OR REPOSITION AS NECESSARY. SPECIFICATIONS FILTER FABRIC SILT-SAVER HAT SHALL BE BASED ON DESIGN PROFESSIONAL'S SPECIFICATIONS.
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REPLACEMENT FILTERS:  MODEL # R-140

AutoCAD SHX Text
SHOWN WITH ROADWAY PROJECTS FILTER HAT
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GREEN HIGH-FLOW  MATERIAL
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POCKET FILLED w/ ROCK FOR WEIGHT. ROCK PROVIDED BY PURCHASER.
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GRAY HIGH-EFFICIENCY MATERIAL
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FILTER OPTIONS FILTER HAT IS AVAILABLE IN THREE OPTIONS: 1) ALL HIGH-FLOW MATERIAL 2) ALL HIGH-EFFICIENCY MATERIAL 3) HIGH-FLOW MATERIAL ON TOP HALF OF HAT, HIGH-EFFICIENCY       MATERIAL ON BOTTOM HALF (THIS FILTER COVER IS RECOMMENDED     FOR ALL ROADWAY PROJECTS.) IT IS THE PURCHASERS RESPONSIBILITY TO PURCHASE APPROPRIATE FILTER HAT.  PURCHASER SHALL PROVIDE ROCK FOR FILTER POCKETS. FILTER HAT INSTALLATION FILTER HAT SLIDES DIRECTLY OVER FILTER FRAME.  TO KEEP FILTER FRAME IN PLACE OVER STORM STRUCTURE, ROCK POCKETS ARE SEWN DIRECTLY INTO FILTER HAT MATERIAL.  EVERY FILTER HAT COMES IN ONE PIECE FOR EASY INSTALLATION.
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*OR APPROVED EQUAL*
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NOTE: REFER TO PLANS AND CALCULATIONS SHEET FOR SEDIMENT STORAGE PROVISIONS FOR EACH SPECIFIC APPLICATION OF THIS BEST MANAGEMENT PRACTICE (BMP)
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I CERTIFY UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE LOCATIONS DESCRIBED HEREIN BY MYSELF OR MY AUTHORIZED AGENT, UNDER MY SUPERVISION.
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03-04-19 OWNER REVIEW SET

03-29-19 PERMIT SET

04-23-19 LDP RESUBMITTAL

05-07-19 BID SET
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SITE ES&PC
INITIAL PHASE

PLAN 'A'Know what's below.
before you dig.Call
Dial 811

Or Call 800-282-7411
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VEGETATIVE

PRACTICES

EROSION CONTROL GENERAL
NOTES

24-HOUR CONTACT
Steve Ciaccio

Parks and Rec Sandy Springs
sciaccio@sandyspringsga.gov

770-238-8062

ES&PC DESIGN PROFESSIONAL'S
CERTIFICATION STATEMENT

CITY OF SANDY SPRINGS NOTES
1) THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION

OF EROSION AND SEDIMENT CONTROL MEASURES AND PRACTICES PRIOR TO LAND
DISTURBING ACTIVITIES.

2) EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL
IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE
EROSION CONTROL, ADDITIONAL EROSION CONTROL MEASURES SHALL BE
IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.

3) ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE
STABILIZED WITH MULCH OR TEMPORARY SEEDING.

4) THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER
PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE
LOCATIONS DESCRIBED HERIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS
SUPERVISION.

AutoCAD SHX Text
4" D.I.P. WATER LINE

AutoCAD SHX Text
10

AutoCAD SHX Text
12

AutoCAD SHX Text
14

AutoCAD SHX Text
16

AutoCAD SHX Text
08

AutoCAD SHX Text
06

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
88

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
02

AutoCAD SHX Text
4" D.I.P. WATER LINE

AutoCAD SHX Text
GAS LINE SHOWN SCHEMATICALLY. EXACT LOCATION AND SIZE SHALL BE DETERMINED BY UTILITY PROVIDER

AutoCAD SHX Text
SILT FENCE

AutoCAD SHX Text
LIMITS OF CONSTRUCTION (TYP.)

AutoCAD SHX Text
DO NOT DUPLICATE DRAWINGS WITHOUT WRITTEN PERMISSION

AutoCAD SHX Text
THE UTILITIES SHOWN ARE SHOWN FOR THE CONTRACTOR'S CONVENIENCE ONLY. THERE MAY BE OTHER UTILITIES NOT SHOWN ON THESE PLANS.   THE DESIGN PROFESSIONAL ASSUMES NO RESPONSIBILITY FOR THE LOCATIONS SHOWN AND IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO VERIFY THE LOCATIONS OF UTILITIES WITHIN THE LIMITS OF THE WORK.   DAMAGE TO EXISTING UTILITIES BY THE CONTRACTOR, FROM HIS/ HER OPERATIONS, SHALL BE THE SOLE RESPONSIBILITY OF THE CONTRACTOR. 

AutoCAD SHX Text
CONTRACTOR SHALL BE RESPONSIBLE TO SECURE THE SERVICES OF A PRIVATE UTILITY LOCATOR FIRM DURING THE ENTIRE COURSE OF CONSTRUCTION.  CONTRACTOR SHALL PAY FOR SAID SERVICES.  CONTRACTOR SHALL IMMEDIATELY REPAIR ALL UTILITIES DAMAGED BY CONSTRUCTION ACTIVITIES, AT NO ADDITIONAL COST TO THE OWNER.

AutoCAD SHX Text
CONTRACTOR SHALL BE RESPONSIBLE FOR COMPACTION OF BACKFILL OF ALL UTILITY TRENCHES WITHIN SITE WORK LIMITS.  THIS INCLUDES TRENCHES DUG AND BACKFILLED BY LOCAL UTILITIES, SUCH AS POWER, GAS, TELEPHONE, ETC.  CONTRACTOR SHALL PROVIDE ADDITIONAL BACKFILL AND COMPACTION AS NECESSARY, IF SETTLEMENT OCCURS.

AutoCAD SHX Text
R

AutoCAD SHX Text
SCALE: 1"=10'-0"

AutoCAD SHX Text
5

AutoCAD SHX Text
2.5

AutoCAD SHX Text
0

AutoCAD SHX Text
5

AutoCAD SHX Text
10

AutoCAD SHX Text
20

AutoCAD SHX Text
30

AutoCAD SHX Text
DISTURBED AREA STABILIZATION (WITH MULCHING ONLY)

AutoCAD SHX Text
DISTURBED AREA STABILIZATION  (WITH PERM SEEDING)

AutoCAD SHX Text
DISTURBED  AREA STABILIZATION  (SODDING)

AutoCAD SHX Text
DUST CONTROL ON DISTURBED  AREAS

AutoCAD SHX Text
SLOPE STABILIZATION

AutoCAD SHX Text
STREAMBANK  STABILIZATION  (USING PERM  VEGETATION)

AutoCAD SHX Text
TACKIFIERS  AND BINDERS

AutoCAD SHX Text
DISTURBED AREA STABILIZATION (WITH TEMP SEEDING)

AutoCAD SHX Text
COASTAL DUNE STABILIZATION (WITH VEGETATION)

AutoCAD SHX Text
BUFFER ZONE

AutoCAD SHX Text
FLOCCULANTS AND COAGULANTS

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
GABION

AutoCAD SHX Text
DIVERSION

AutoCAD SHX Text
CHECKDAM

AutoCAD SHX Text
CHANNEL STABILIZATION

AutoCAD SHX Text
CONSTRUCTION   EXIT

AutoCAD SHX Text
CONSTRUCTION ROAD  STABILIZATION

AutoCAD SHX Text
STREAM  DIVERSION CHANNEL

AutoCAD SHX Text
TEMPORARY DOWNDRAIN STRUCTURE

AutoCAD SHX Text
PERMANENT DOWNDRAIN STRUCTURE

AutoCAD SHX Text
FILTER  RING

AutoCAD SHX Text
GRADE STABILIZATION STRUCTURE

AutoCAD SHX Text
LEVEL  SPREADER

AutoCAD SHX Text
ROCK  FILTER  DAM

AutoCAD SHX Text
RETAINING  WALL

AutoCAD SHX Text
RETRO FITTING

AutoCAD SHX Text
SEDIMENT  BARRIER

AutoCAD SHX Text
INLET  SEDIMENT TRAP

AutoCAD SHX Text
TEMPORARY  SEDIMENT  BASIN

AutoCAD SHX Text
(INDICATE TYPE)

AutoCAD SHX Text
FLOATING SURFACE SKIMMER

AutoCAD SHX Text
TEMPORARY SEDIMENT TRAP

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
TEMPORARY  STREAM  CROSSING

AutoCAD SHX Text
STORMDRAIN OUTLET PROTECTION

AutoCAD SHX Text
SURFACE  ROUGHENING

AutoCAD SHX Text
TURBIDITY CURTAIN

AutoCAD SHX Text
VEGETATED WATERWAY OR STORMWATER CONVEYANCE CHANNEL

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
TREE PROTECTION

AutoCAD SHX Text
TOPSOILING

AutoCAD SHX Text
(SHOW STRIPING AND STORAGE AREAS)

AutoCAD SHX Text
(DENOTE TREE CENTERS)

AutoCAD SHX Text
SEEP BERM

AutoCAD SHX Text
(LABEL)

AutoCAD SHX Text
1.	NOTIFY CITY/COUNTY INSPECTORS 24 HOURS BEFORE BEGINNING OF EVERY NOTIFY CITY/COUNTY INSPECTORS 24 HOURS BEFORE BEGINNING OF EVERY CONSTRUCTION PHASE. 2.	ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY ALL BUFFERS AND TREE SAVE AREAS SHALL BE CLEARLY IDENTIFIED BY FLAGGING AND/OR FENCING PRIOR TO COMMENCEMENT OF ANY LAND DISTURBANCE. 3.	THE INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES AND THE INSTALLATION OF EROSION AND SEDIMENTATION CONTROL MEASURES AND PRACTICES SHALL OCCUR PRIOR TO OR CONCURRENT WITH LAND DISTURBING ACTIVITIES AND CONSTRUCTION ON THE SITE AND MAINTAINED UNTIL PERMANENT GROUNDCOVER IS ESTABLISHED. 4.	ALL SEDIMENT BARRIERS SHALL BE INSTALLED PRIOR TO ANY GRADING. ALL SEDIMENT BARRIERS SHALL BE INSTALLED PRIOR TO ANY GRADING. 5.	SEDIMENT BARRIER DEVICES SHALL BE INSPECTED AND REPAIRED OF SEDIMENT BARRIER DEVICES SHALL BE INSPECTED AND REPAIRED OF DAMAGE DAILY.  ANY ACCUMULATED SEDIMENT SHALL BE REMOVED AND SPREAD ON SITE. 6.	ALL DISTURBED AREAS SHALL BE GRASSED AS SOON AS CONSTRUCTION ALL DISTURBED AREAS SHALL BE GRASSED AS SOON AS CONSTRUCTION PHASE PERMITS. 7.	EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE MAINTAINED AT EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE MAINTAINED AT ALL TIMES.  ADDITIONAL EROSION AND SEDIMENTATION CONTROL MEASURES SHALL BE INSTALLED IF DEEMED NECESSARY BY ON-SITE INSPECTION OR AS REQUIRED BY COUNTY. 8.	MAINTENANCE OF ALL SOIL EROSION AND SEDIMENTATION CONTROL MEASURES MAINTENANCE OF ALL SOIL EROSION AND SEDIMENTATION CONTROL MEASURES AND PRACTICES, WHETHER TEMPORARY OF PERMANENT, SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR. 9.	ANY DISCREPANCY BETWEEN THIS SHEET AND OTHERS IN THIS SET SHALL BE ANY DISCREPANCY BETWEEN THIS SHEET AND OTHERS IN THIS SET SHALL BE REFERRED TO THE ARCHITECT BY THE CONTRACTOR FOR CLARIFICATION BEFORE PROCEEDING WITH THE WORK. 10.	SEDIMENT STORAGE LEVEL MARKERS MUST BE INSTALLED IN SEDIMENT SEDIMENT STORAGE LEVEL MARKERS MUST BE INSTALLED IN SEDIMENT STORAGE STRUCTURES, INDICATING THE 1/3 FULL VOLUME. 11.		MAXIMUM CUT OR FILL SLOPE IS (2:1) 2' HORIZONTAL TO 1' VERTICAL. MAXIMUM CUT OR FILL SLOPE IS (2:1) 2' HORIZONTAL TO 1' VERTICAL. 2:1) 2' HORIZONTAL TO 1' VERTICAL. :1) 2' HORIZONTAL TO 1' VERTICAL. 2' HORIZONTAL TO 1' VERTICAL. ' HORIZONTAL TO 1' VERTICAL. 12.	CONTRACTOR SHALL PROVIDE TEMPORARY DOWN DRAINS ON FILL SLOPES TO CONTRACTOR SHALL PROVIDE TEMPORARY DOWN DRAINS ON FILL SLOPES TO PREVENT EROSION PRIOR TO STABILIZATION. 13.	CONTRACTOR SHALL REMOVE ACCUMULATED SEDIMENT FROM DETENTION BASIN CONTRACTOR SHALL REMOVE ACCUMULATED SEDIMENT FROM DETENTION BASIN AT END OF CONSTRUCTION WHEN ALL DISTURBED AREAS HAVE BEEN FULLY STABILIZED. 14.	THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION OF EROSION AND SEDIMENT CONTROL MEASURES AND PRACTICES PRIOR TO LAND DISTURBING ACTIVITIES. 15.	EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES.  IF FULL EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES.  IF FULL IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE EROSION CONTROL, ADDITIONAL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.   16.	ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE STABILIZED WITH MULCH OR TEMPORARY SEEDING.

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
E

AutoCAD SHX Text
A

AutoCAD SHX Text
T

AutoCAD SHX Text
C

AutoCAD SHX Text
E

AutoCAD SHX Text
T

AutoCAD SHX Text
I

AutoCAD SHX Text
H

AutoCAD SHX Text
C

AutoCAD SHX Text
R

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
D

AutoCAD SHX Text
I

AutoCAD SHX Text
G

AutoCAD SHX Text
D

AutoCAD SHX Text
N

AutoCAD SHX Text
E

AutoCAD SHX Text
R

AutoCAD SHX Text
E

AutoCAD SHX Text
G

AutoCAD SHX Text
A

AutoCAD SHX Text
L

AutoCAD SHX Text
E

AutoCAD SHX Text
P

AutoCAD SHX Text
A

AutoCAD SHX Text
C

AutoCAD SHX Text
S

AutoCAD SHX Text
G

AutoCAD SHX Text
I

AutoCAD SHX Text
O

AutoCAD SHX Text
S

AutoCAD SHX Text
PROFESSIONAL

AutoCAD SHX Text
R

AutoCAD SHX Text
No.LA001770

AutoCAD SHX Text
04.16.2019

AutoCAD SHX Text
CERTIFIED DESIGN PROFESSIONAL: KATHRYN A. MEDINA  KATHRYN A. MEDINA GSWCC CERTIFICATION NO. 0000080226  0000080226 EXPIRATION DATE: 04-14-2020 04-14-2020 BREEDLOVE LAND PLANNING, INC.

AutoCAD SHX Text
SIGNED:                                          DATE: 04-16-19DATE: 04-16-19 04-16-19

AutoCAD SHX Text
I CERTIFY UNDER PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE LOCATIONS DESCRIBED HEREIN BY MYSELF OR MY AUTHORIZED AGENT, UNDER MY SUPERVISION.



Sd1-S

Sd2-F

Sd2-F

Sd2-F

Sd2-F

Sd2-F

LA
K

E 
FO

R
ES

T 
EL

EM
EN

TA
R

Y
R

EC
R

EA
TI

O
N

AL
 IM

PR
O

VE
M

EN
TS

59
20

 S
AN

DY
 S

PR
IN

GS
 C

IR
CL

E
SA

ND
Y S

PR
IN

GS
, G

A 
30

32
8

RELEASED FOR
CONSTRUCTION

SH
EE

T#
SH

EE
T T

IT
LE

BLP, INC. PROJECT NO:

B
re

ed
lo

ve
 L

an
d 

Pl
an

ni
ng

, I
nc

.

DATE:

DRAWING BY:

CHECKED BY:

18136

01-18-2019

KAM

HOB

SUBMITTALS

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

REVISIONS
DESCRIPTIONDATENo.

SE
AL

CO
NS

UL
TA

NT

La
nd

sc
ap

e A
rc

hi
te

ct
s 

    
    

    
    

 C
ivi

l E
ng

in
ee

rs
15

 S
im

ps
on

 S
t. 

NW
At

la
nt

a,
 G

A 
30

80
8

   P
ho

ne
: 7

70
-4

83
-1

17
3

ww
w.

la
nd

pl
an

ni
ng

.n
et

1

2

3

4

5

DESCRIPTIONDATENo.
03-04-19 OWNER REVIEW SET

03-29-19 PERMIT SET

04-23-19 LDP RESUBMITTAL

05-07-19 BID SET

C411

SITE ES&PC
INTERMEDIATE

PHASE PLAN 'A'Know what's below.
before you dig.Call
Dial 811

Or Call 800-282-7411

CAUTION

Ds1

Ds3

Ds4

Ss

Sb

Tac

Ds1

Ds3

Ds4

Sb

Tac

Ds2
Ds2

Du Du

Ss

Cs

Bf

Cs

Fl-Co

Fl-Co

Bf

GEORGIA

FOR SOIL EROSION AND SEDIMENT

CONTROL PRACTICES

UNIFORM CODING SYSTEM

GEORGIA SOIL AND WATER

CONSERVATION COMMISSION

STRUCTURAL PRACTICES

Ch

Co

Cr

Cr

Dc

Di

Dn1

Dn1

Dn2

Dn2

Fr

Ga

Gr

Lv

Rd

Re

Re

Rt

Sd1

Sd2

Sd3

Rt

Sk

Sd4

Gr

Co

Sd3

Sk

Sr

St

St

Su

Tc

Wt

Tr

Tp

Tc

Tp

Sr

CODE PRACTICE CODE PRACTICE

MAP

SYMBOL

MAP

SYMBOL

CODE PRACTICE

MAP

SYMBOL

Su

Spb

Spb

Cd

VEGETATIVE

PRACTICES

EROSION CONTROL GENERAL
NOTES
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Steve Ciaccio

Parks and Rec Sandy Springs
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CERTIFICATION STATEMENT

CITY OF SANDY SPRINGS NOTES
1) THE ESCAPE OF SEDIMENT FROM THE SITE SHALL BE PREVENTED BY THE INSTALLATION

OF EROSION AND SEDIMENT CONTROL MEASURES AND PRACTICES PRIOR TO LAND
DISTURBING ACTIVITIES.

2) EROSION CONTROL MEASURES WILL BE MAINTAINED AT ALL TIMES. IF FULL
IMPLEMENTATION OF THE APPROVED PLAN DOES NOT PROVIDE FOR EFFECTIVE
EROSION CONTROL, ADDITIONAL EROSION CONTROL MEASURES SHALL BE
IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.

3) ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE
STABILIZED WITH MULCH OR TEMPORARY SEEDING.

4) THE DESIGN PROFESSIONAL WHOSE SEAL APPEARS HEREON CERTIFIES UNDER
PENALTY OF LAW THAT THIS PLAN WAS PREPARED AFTER A SITE VISIT TO THE
LOCATIONS DESCRIBED HERIN BY HIMSELF OR HIS AUTHORIZED AGENT, UNDER HIS
SUPERVISION.
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IMPLEMENTED TO CONTROL OR TREAT THE SEDIMENT SOURCE.

3) ANY DISTURBED AREA LEFT EXPOSED FOR A PERIOD GREATER THAN 14 DAYS SHALL BE
STABILIZED WITH MULCH OR TEMPORARY SEEDING.
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